Introduce to Our Asphalt Plant Burner

OLYMPIA
DB-650T

~

EXCELLENT COMBUSTION
DB-650T Burner SIMPLE gggls}'%gl?‘cnog
is a compact design, and EASY HANDLING AND

construct for asphalt plant dryer. EASY MAINTENANCE

Rated Output : Min. 1.840.000 kcal/h
Max. 5.420.000 kcal/h
Fuel Consumption : 220-650 liter/hour
Control Methods : 4 Position Control
Fuel Type : Light Oil & Heavy Oil
(Type A) '
Power Supply : 380 VAC/3Ph/50Hz
Control Supply : 220 VAC/1Ph/50Hz ~
Inlet Diameter :15A (RC 1/2) J/
Fuel Pressure :1.6 - 1.8 MPa

For Inquiries
Contact Us !

@ Phone: (+62 21) 64701371

}A E-Mail: sales@olympia-burner.co.id

@ WebSiteiwww.olympia-burner.co.id

DID YOU KNOW ?

T —
Olympia DB-650T built in with 4 position control
Position Control Off | Low | Mid | High

Fuel Consumption (liter/hour) | Off | 220 | 445 | 650

Equipped with Turbo Fan
for high combustion chamber
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PT OLYMPIA KOGYOU INDONESIA

subsidiary of Olympia Kogyo Co.,Ltd., Japan
Maspion Plaza Lt. 3A, unit L
Jl. Gunung Sahari Raya Kav. 18

Jakarta Utara 14420 e
Indonesia
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' W | T %q 1{Wind Box 13|Flame Detector
e = 2|Draught Tube 14|FD Fixing Plate
3|Flame Funnel 15(Damper Motor
4[Fan Casing 16(Heat Shield Cover
S|Air Inlet 17|Heat Shield Panel
6|Burner Motor 18 (Damper Plate
7|Impeller 19(Damper Arm
8|Nozzle Assy 20(Linkage Rod
9|Nozzle Assembly 21|Control Box
Fixing Plate
10| Pump Assy 22 |Box Bracket
11|Pump Motor 23 |Peephole
12]|Solenoid Valve /




